
Article no.:

Product range: VEROGLIM®

Material type: 100 % Trevira CS, one side aluminized, ajour weave

Weight: 175 gr/m²

Thickness: 0,44 mm

Widths: 89mm, 127mm, 2400mm, 2850mm

Maintenance instr.: not washable; can be cleaned with a humid towel (clear water)

Specifications: - Flame-retardant properties tested and certified: 

- B1 acc. DIN 4102
- M1 acc. NF P 92-507 (French Norm)
- Fire behavior class: B-s1,d0 acc. DIN EN 13501-1

- Ecologically friendly acc. to OEKO-Tex Standard 100 

no PVC, no halogen

- Lightfastness acc. to DIN EN ISO 105 B02: 5 - 6

- Hot sealed edges. We recommend using hot or ultra-sonic cutting

  with welding foil for subsequent manufacturing.

- not suitable for humid air

- sound-absorbent: Sound absorption rating:
  αw = 25% (200mm) acc. to DIN EN ISO 354

- classification acc. DIN EN 14501 visual comfort:
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COLOR UV-Transm. Fc-value* Total energy 

transm.*

DIN EN 14501 DIN EN 13363-1

exterior  exterior
*
g-glass 0.70

*
g-glass 0.70

Rv Tv Av Rs Ts As tUV Fc gtot

111 49% 8% 43% 51% 8% 41% 7% 0,60 43%

112 48% 5% 47% 50% 7% 43% 5% 0,60 43%

113 44% 2% 54% 48% 6% 46% 2% 0,62 44%

117 48% 6% 46% 50% 7% 43% 6% 0,61 44%

125 48% 6% 46% 50% 7% 43% 5% 0,62 43%

911 42% 3% 55% 48% 6% 46% 3% 0,63 44%

Openness factor: 3

ARTICLE DATA SHEET

glare control
visual contact  

with the outside

1 1

3 2

Visual optical figures Solar optical figures

4.014

2 2

3 2

2 2

2 2
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